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FINIALS IN CATALOGUE

Ref. Height Diameter Diameter of ball Finials for Aprox. height
in cm of rod or weathervane of gable

Base Height Top in mm biggest repoussé in m
in mm

3412 90 140 x 140 200 Ø 80 16 Ø 150 n 5 to 9
180 200 x 200 380 Ø 140 18 Ø 240 n * 12 to 18

3414 40 130 x 130 30 130 x 130 16 150 3 to 4
55 150 x 150 45 150 x 150 16 180 4 to 6
70 180 x 180 70 180 x 180 16 220 5 to 9

3459 50 120 x 120 135 Ø 70 16 Ø 175 4 to 6

3463 45 110 x 110 130 Ø 70 16 Ø 102 3 to 4
60 125 x 125 155 Ø 70 16 Ø 106 4 to 6
90 140 x 140 205 Ø 85 16 Ø 121 n 5 to 9
120 160 x 160 255 Ø 100 18 Ø 137 n 10 to 15

3701 100 125 x 125 180 Ø 72 18 Ø 127 n 6 to 10
150 175 x 175 260 Ø 100 18 Ø 172 n * 12 to15
200 240 x 240 350 Ø 138 30 Ø 252 n * 15 to 20

4015 100 123 x 123 314 123 x 123 16 Ø 133 6 to 10
160 184 x 184 470 184 x 184 18 Ø 200 n * 12 to 15

4060 30 60 x 60 100 Ø 40 – 80 3 to 4
40 75 x 75 135 Ø 50 – 100 3 to 4
50 105 x 105 165 Ø 60 16 130 4 to 6
60 135 x 135 192 Ø 80 16 150 4 to 6
80 160 x 160 245 Ø 112 16 220 5 to 9
100 200 x 200 315 Ø 147 18 300 6 to10

4062 50 100 x 100 110 Ø 52 16 80 and 100 4 to 6
70 130 x 130 145 Ø 71 16 90 and 145 5 to 9
90 160 x 160 190 Ø 80 16 130 and 190 5 to 9

4063 45 85 x 85 120 Ø 51 16 Ø 102 3 to 4
70 125 x 125 175 Ø 81 16 Ø 140 5 to 9
90 140 x 140 240 Ø 81 16 Ø 172 n 5 to 9
120 160 x 160 250 Ø 81 18 Ø 172 n 10 to 15

base in mm

n : Finial for weathervane.  * : Finial for stamped cockerel.

3412

3414

All our finials are available in natural zinc

or copper.

A fixing rod is required for finials over 40

cm high.

4067



FINIALS IN CATALOGUE

3459 3463 3701

4060 4062 40634015



FINIALS IN CATALOGUE 

Ref. Height Diameter Diameter of ball Finial for Aprox. height
en cm of rod or biggest weathervane of gable in m

Base Height Top in mm repoussé in mm

4064 120 135 x 135 190 Ø 85 18 Ø 140 n 10 to 15
145 165 x 165 250 Ø 90 18 Ø 187 n * 12 to 15
175 200 x 200 300 Ø 120 18 Ø 235 n * 12 to 18

4067 100 135 x 135 185 Ø 80 18 160 n 6 to 10
120 160 x 160 245 Ø 112 18 220 n 10 to 15
150 200 x 200 300 Ø 147 18 300 n * 12 to15

base en mm

n : Finial forweathervane.  * : Finial for stamped cockerel.

Finial

4064

4067

top cone

choux feuille

leaves

repoussés

base

bells
or tulips

Shell Decors

spinning foot

spinning foot



FINIALS, PINNACLES, FLAMES 
IN CATALOGUE

Square Finials

Pinnacle finials

Ref. Height Dimensions of Aprox.
in cm the biggest height

Base Height Top component of gable
in mm in m

3481 80 125 x 125 210 79 x 79 160 x 160 5 to 9

100 150 x 150 260 100 x 100 200 x 200 6 to 10
125 190 x 190 320 124 x 124 250 x 250 10 to 15
150 213 x 213 330 150 x 150 300 x 300 12 to 15

4115 65 220 x 220 254 130 x 130 240 x 240 4 to 6
80 270 x 270 308 180 x 180 300 x 300 5 to 9

The square finials are mounted

without a fixing rod.

Référence Height
in cm

Base Height Top

3601 30 120 x 120 30 120 x 120
40 130 x 130 50 130 x 130

4146 60 200 x 200 250 200 x 200

4148 120 Ø 450 280 Ø 450

The square finials are mounted

without a fixing rod.

Base in mm

Base in mm

Flames

Ref. Height
in cm

Base Height

4498 43 Ø 120 130

base in mm

4115

3601 4146 4148

4498

3481

Dimension of the big-
gest component



FINIALS

Modified bases

Tailor-made 
bases

h

B

he
ig

ht
 o

f 
ba

se C

ø

ø

ø

Diameter 
of cone

side of square

Diameter of 
hexagon

Diameter of 
octagon

h

B

he
ig

ht
 o

f 
ba

se C

ø

ø

ø

Diameter 
of cone

side of square

Diameter of 
hexagon

Diameter of 
octagon

Ref. Height Diameter
in cm in mm

4501 50 16
100 16
120 18
150 18
175 18
200 30

4503 50 16
100 16

4501

4503

Rod Mounted in bracket

Rod with bolt

Finial

base

bridge clamp

crown post

rod mounted 
in bracket

securing clip

water proofing

securing clip

bridge clamp

finial

rod with bolt

base

ridge cap

roof

ridge purlin

solder

fascia

waterprooofing

Rod with bolt installation

Modified bases

Rod in Bracket installation

All standard finials can be made with a modified base. Please

provide dimensions in mm for bases.

Tailor-made bases can also be

manufactured (consult us).

Fixing rods


